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ERGOSTATS AND TABLES
Tetrad Table, T-Style, 36”D

Product Numbers
•	 TFTPC36XX
•	 TFTPG36XX

Hardware Pack:  24092305-XX-XX (TFTPPXHP36)

Required Tools
•	 Cordless Drill
•	 Bit, Ball-End Hex, 3/16” 
•	 Bit, Ball-End Hex, 5/16”
•	 ¾” Open End Wrench / Adjustable Wrench

Insert the Inner Leg into the Outer Leg and set the 
desired height using (2) 5/16-18x5/8” socket button head 
screws. Repeat this step until you have (4) per table. 
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1/2-13 x 3/4” Button Head Bolt
(24052001-02)

22
5/16-18 x 5/8” Screw
(95010302-ZN)

Align the Inner Leg tabs with the slots on the Base. Using 
(2) ½-13x3/4” bolts secure the Base to the Inner Legs. 
Repeat step 2 to create a mirror of the Leg Assembly. 

Align the Outer Leg tabs with the slots on the Top 
Bracket. Ensure that the side flange of the Top Bracket 
is oriented to the outside of the leg, opposite of the 
side mounting holes as shown. Using (2) ½-13x3/4” bolts 
loosely secure the Top Bracket to the Outer Legs. Repeat 
Step 3 on the mirror of the Leg Assembly.

33

Insert (12) 5/16-18x5/8” socket button head screws 
through the Center Mount Bracket and into the Outer Leg 
as shown.

55⁄1616"-18 x 5/8" Screw
(95010302-ZN)

44

Glide Base Foot

Caster Base Foot

1/2-13 x 3/4” Flat Head Bolt
(24052001-01)

1/2-13 x 3/4” Flat Head Bolt
(24052001-01)
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Insert (1) 5/16-18x5/8” socket button head screws in 
either top hole and secure with a 5/16-18 nut on the 
backside of the bracket. Repeat this step with (3) ad-
ditional 5/16-18x5/8” socket button head screws in the 
front top (3) vertical holes.

Tetrad Table, T-Style, 36”D

ERGOSTATS AND TABLES
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While holding the Cable Tray in one hand, and a leg 
assembly in the other, slide the cable tray over the top 
5/16-18x5/8” socket button head screw. Ensure the short-
er wall of the Cable Tray is facing up on the table. Drop 
the Cable Tray into position and use a 2nd 5/16-18x5/8” 
socket button head screw to secure the Cable Tray into 
position. Leave both bolts loose. Repeat step 7 on the 
mirrored Leg Assembly. 
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Hook the top slot of the Modesty Panel onto the top 
5/16-18x5/8” socket button head screws as shown on 
both leg assemblies. Swing the Modesty Panel down and 
into position. Fully tighten the remaining 5/16-18x5/8” 
socket button head screws for the Modesty Panel on 
each Outer Leg and install a final 5/16-18x5/8” socket 
button head screw and nut into the bottom hole loca-
tion on the Modesty Panel. Return to the Cable Tray and 
tighten the remaining (2) 5/16-18x5/8” socket button 
head screws. Repeat step 8 on the mirrored leg assem-
bly.

66

Install Casters or Glides on the bottom of the Base. 
Repeat Step 6 on the mirror of the Leg Assembly.

Locking Caster
(22061706-01)

Glide
(13121801-01)

55⁄1616"-18 x 5/8" Screw
(95010302-ZN)
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Tetrad Table, T-Style, 36”D

WARNING:  Do not tighten the #10-12x3/4” surface screws more than 25-in-lbs. in laminated surfaces or  
40-in-lbs. in phenolic surfaces. 
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Peel and stick 2” of hook sided Velcro to the outside 
faces of the Outer Legs. Please center the tape on the 
tube, and mount at the lowest position while remaining 
on the Outer Leg. Apply 1” of loop sided Velcro to the 
inside face of the Side Panel, Then apply 2” of loop sided 
Velcro to the opposite end. Position the Velcro on both 
ends of the Side Panel ½” from the side wall and ½” 
from the top of the Side Panel.

Angle and slide the Side Panel under the Top Bracket 
as show. Firmly push the Side Panel against the tubes 
to secure the Velcro. Once the Side Panel is in place, 
return to the Top Bracket and secure the remaining (2) 
½-13” bolts. Once all bolts and screws are tightened and 
secure, the work surface can be attached.  

1010


