INSTALLATION INSTRUCTIONS MATERIAL HANDLING
Tote Holder - Rail Mount

Product Numbers Required Tools
- THRM5 - #2 Phillips Head Screwdriver
. THRM7 and/or #2 Phillips Head Bit
Hardware Pack - Cordless Drill/Driver

- 3/8" Nut Driver or 3/8" wrench

- THRM5HP (24062609-01)
- THRM7HP (24062615-01)

\c | #8-32x3/8" screw
(97102504-02)
#8-32 nut #8-32 x 1/4" screw .
(96101702) (97102504-01) N
Step 1: Assemble left and right tote holder panels to Step 2: Attach the rail to the Tote Holder back using

the tote holder back using (6, for 5-tier) or (8, for 7-tier) (4) #8-32 x 3/8" (97102504-02) Phillips flat head screws

#8-32 nuts (96101702) threaded onto the #8-32 studs and (4) #8-32 nuts (96101702) using a #2 Phillips

on each side panel and (2) #8-32 x 1/4" Phillips flat head screwdriver and 3/8" nut driver. The upper set of holes in

screws (97102504-01) threaded into PEM nuts on each the back will leave room for a pencil drawer or A-Tote to

side panel. be mounted above the holder. The lower set of holes will
position the tote holder tight to the surface above.

Step 3: Insert the studs on the top panel into the Step 4: The tote holder is now ready to install on any
holes on the top flanges of the tote holder. Attach using of the following: a Tetrad Table Modesty Panel, a Tetrad
(7) #8-32 nuts (97102504-02) and a 3/8" nut driver. Table Hanging Rail, two Tote Rails stacked vertically on
an Ultra Frame, or a Cantilever Tote Rail.
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Step 5: If installing on a cantilever tote rail or table
hanging rail, an anti-dislodgement feature can be
utilized. To use it, install the #10-32 x 1.5" screw into
one of the three vertically aligned threaded holes.

1. Table Hanging Rail

2. 30" D Cantilever Tote Rail

3. 24" D Cantilever Tote Rail
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