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COMPUTER ACCESSORIES
ErgoStat Pro - Saddle Bracket, Monitor Arm

Product Numbers
•	 PFSU1SM
•	 PFSU1DM

Hardware Pack
•	 PFSU1HP (25121331-01-BK)

Required Tools
•	 5 mm Allen Wrench (included with arm set)
•	 5/32 in Allen Wrench

Select one of the arm positions on the saddle 
bracket. Fasten arm to bracket with (2) M8x20mm 
socket drive screws (04113004-01) using a 6mm 
Allen wrench.
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Select an appropriate height for the monitor arm 
and install the bracket into the Riser Frame slots at 
the desired height. Ensure the bracket drops down, 
fully engaging with the slots.

Locate and loosely install the (4) 5/16-18 nylon 
tip set screws (26032701-01) into each corner of 
the bracket. Ensure the bracket remains square to 
the frame as the set screws begin driving against 
the frame. Begin tightening the screws in a circular 
pattern a half turn at a time, starting with the screw 
inside the frame until the bracket is secure.
Note: It may be necessary to temporarily uninstall the 
first stage of the monitor arm to access the set screws.
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The monitor is now ready to be installed. Reference 
additional instructions included in the box containing 
the flat screen arm for monitor mounting and arm 
rotation options. After all accessories are mounted, it 
is recommended that the set screws be adjusted to 
ensure a tight fit and to level the arms.
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M8x20mm screw
(04113004-01)

55⁄1616-18" nylon set screw
(26032701-01)


